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Abstract 
 
Energy is one of the most important factors that continue to influence the shape of civilization in 
the 21
st
 Century. The cost and availability of energy significantly impacts our quality of life, the 
health of national economies and the stability of our environment. In recent years there has been a 
significant global commitment to develop clean and alternative forms of energy resources and it 
is envisioned that by 2020 10% of world energy will be supplied from renewable resources, and 
there is an expectation that this value will grow to 50% by 2050. 
Among renewable energy resources, wind generation technology has matured 
considerably, and wind is fairly distributed around the globe and therefore available to world 
communities. In the last decade, wind generation has been the fastest growing energy source 
globally. However more penetration of wind energy into existing power networks raises concern 
for power system operators and regulators. Traditionally wind energy convertors do not 
participate in frequency regulation or Automatic Generation Control (AGC) services, and 
therefore large penetration of wind power into the power systems can result in a reduction of total 
system inertia and robustness of the frequency response to the disturbances. 
The research presented in this thesis covers some of the operational and design aspects of 
frequency control and AGC services in power systems with mixed generation resources. The 
thesis examines the operation of the Doubly Fed Induction Generator (DFIG) with a modified 
inertial loop control considering single-area and two-area frequency control, both primary control 
and AGC. The thesis presents new, small-perturbation, linear, dynamic, mathematical models for 
the simulation of primary regulation services and AGC services for single-area and two-area 
power systems with a mix of conventional and non-conventional DFIG-based wind generators. In 
order to improve the performance of the frequency regulation and AGC services of the above 
systems, a parameter optimization technique based on the minimization of the Integral of Squared 
Errors (ISE) is applied to determine the optimal settings for the proportional-integral (PI) 
controller gains of the DFIG machines. 
The thesis presents analytical studies with various perturbations to demonstrate the 
effectiveness and participation of DFIG-based wind generators in frequency support services and 
draws some important conclusions. Variation in DFIG penetration levels, and wind speed levels 
(strong wind and weak wind) on system frequency control performance, has also been examined 
in the thesis. 
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The reduction of economic dependency on fossil fuel-based energy has been among the top 
priority goals of regulators and their governments around the world. During recent years fossil 
fuel resources are limited and have a significant adverse impact on the environment by raising the 
level of CO2 in the atmosphere and contributing to global warming. Among renewable sources of 
energy, wind is one of the most promising technologies. It has already been in use for a 
significant period of time and, compared to other forms of alternative energy resources, has the 
greatest potential to reduce the conventional generation. The proportion of wind-based generation 
in total energy production mix has been growing continuously in many parts of the world. 
It has been reported [1] that renewable energy will provide as much as 10% of the 
world‟s energy supply by 2020, and will increase to as much as 50% by 2050. Canada has 
outlined a future strategy for wind energy that would reach a capacity of 55,000 MW by 2025, 
fulfilling 20% of the country‟s energy needs [2]. The European Union plans to produce 22% of its 
electricity from renewable resources by the year 2010 [3]. 
Although wind-based generation is fairly well known and has been used for several years, 
but because of the low penetration levels of wind turbines, focus of the industry has been on 
turbine protection aspects. However, with the increasing amounts of wind energy into the 
network, new challenges with regards to the functioning of the current power grid are surfacing, 
especially in area of grid stability, balance, security, planning, cross-border transmission, and 
market design. A wind source is unpredictable. Therefore, efficient integration of large amounts 
of variable sources of wind turbines into the existing electrical networks can significantly impact 
the design, operation, and control of the network. 
 The work carried out and presented in this thesis is an attempt to study and examine the 
role of variable speed based wind turbines, in particular the Doubly Fed Induction Generators 
(DFIG), in frequency regulation and control with different levels of wind penetration into the 
system. In particular the issue of optimal tuning of the DFIG control system in single-area and 
two-area frequency control problems has been presented as a means to help improve the 
performance of the system. 
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1.2 Current State of Wind Energy Globally  
There is an increasing commitment from global leaders and policy makers to reduce Greenhouse 
Gas (GHG) emissions. Efforts are being made to increase the contribution of renewable sources 
of energy in the energy supply mix. Several countries have already formulated policy frameworks 
to ensure that renewable resources play a major role in future energy scenarios. 
1.2.1 Wind Power in Canada and Ontario 
Early development of wind energy in Canada was primarily concentrated in Ontario, Quebec and 
Alberta. Throughout the late 1990s and since the beginning of the 21
st
 Century all Canadian 
provinces have pursued wind power development to supplement their provincial energy grids. 
Alberta built the first commercial wind farm in Canada in 1993. British Columbia was the last 
province to add wind power to its grid with the completion of the Bear Mountain Wind Park in 
November 2009 [4]. With steady population growth in a country, comes growth in energy 
demand. Canada has seen wind power as a way to diversify its energy supply, and to help moving 
away from its traditional reliance on fossil fuel based thermal plants and hydroelectricity. In 
provinces like Nova Scotia, where only 12% of the electricity comes from renewable resources 
[5], the development of wind energy projects can provide a measure of electricity security that 
some jurisdictions are lacking. In the case of British Columbia, it is envisaged that wind energy 
will help close the electricity deficit gap that the province is facing in the next decade, and reduce 
its reliance on importing power from other jurisdictions that may not use renewable energy 
sources. An additional 2004 MW of wind power is scheduled to come on-line in Quebec between 
2011 and 2015 [6]. 
In 2008, the Canadian Wind Energy Association (CanWEA), a non-profit trade 
association, outlined a future strategy for wind energy that envisages a capacity of 55,000 MW by 
2025, fulfilling 20% of the country‟s energy needs. The plan, Wind Vision 2025 [1], could create 
over 50,000 jobs and represent around CDN $165 million annual revenue. CanWEA‟s target 
would make the country a major player in the wind power sector and would create around 
CDN$79 billion of investment opportunities. It would also eliminate an estimated 17 megatons of 
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Alberta 590 409 999 
British Columbia 102 107.7 272.7 
Manitoba 104 138 242 
New Brunswick 195 114 309 
Newfoundland 54.4 0 54.4 
Nova Scotia 59.3 244 303.3 
Ontario 1161.5 647.2 1808.7 
Prince Edward 151.6 0 151.6 
Quebec 659 2671.5 3330.5 
Saskatchewan 171.2 24.75 195.95 
Yukon 0.81 0 0.81 
Total 3,248.81 4,419.15 7,667.96 
 
 
Ontario is at the forefront of wind generation in Canada with over 1,100 MW of installed 
capacity on the transmission system. In Ontario, wind generation capacity has increased from 15 
MW in 2003 to 1,100 MW in 2009; enough electricity to supply the needs of some 300,000 
homes. Currently there are seven large-scale wind farms in operation in Ontario (Table 1.2). 
These facilities are dispersed across the province which helps to mitigate the impact of local 
weather conditions on wind energy production. There is also another 68 MW of wind generation 
located within distribution service areas through Ontario Power Authority contracts [9].Table 1.3 
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Table 1.2 Installed wind capacity in Ontario [9] 
Wind Farm Capacity (MW) Operational 
Amaranth ITownship of Melancthon 67.5 Mar. 2006 
Kingsbridge Norfolk and Elgin Countries 39.5 Mar 2006 
Port Burwell (Erie Shores) Norfolk and Elgin Countries 99 May 2006 
Prince I Sault Ste Marie District 99 Sep 2006 
Prince II Sault Ste Marie District 90 Nov 2006 
Ripely Township of Melancthon 76 Dec 2007 
Port Alma (Kruger) Port Alma 101.2 Oct 2008 
Amaranth II Township of Melancthon 132 Nov 2008 
Underwood (Enbridge) Bruce County 181.5 Feb 2009 
Wollfe Island Township of Frontenac Island 197.8 Jun 2009 
 
 
Table 1.3 Ongoing wind development projects in Ontario [9] 
Wind Farm Capacity (MW) Expected Operation 
Byran Wind Project 64.5 2010 
Gosfield Wind Project 50 2012 
Greenwich Wind Farm 99 2011 
Kruger Energy Chatham  101.2 2011 
Raleigh Wind Center 78 2010 
Talbot Wind Farm 99 2011 
 
1.2.2 Wind Power in the United State 
At the end of 2009, the installed capacity of wind power in the United States was just over 35 
GW [10] [11], making it the world leader ahead of Germany. Wind power accounts for about 2% 
of the electricity generated in the United States [12]. 
Over 9,900 MW of new wind power capacity was brought online in 2009, up from 8,800 
in 2008. In 2009, the added new capacity was enough to power the equivalent of 2.4 million 
homes or generate as much electricity as three large nuclear power plants [13]. These new 
installations place the US, on a trajectory to generate 20% of the nation‟s electricity from wind 
energy by 2030 [11]. Growth of MW capacity in 2008 channeled some $17 billion into the 
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economy, positioning wind power as one of the leading sources of new power generation in the 
country, along with natural gas. New wind projects completed in 2008 accounted for about 42% 
of the entire new power-producing capacity added in the US during the year [14] At the end of 
2008, about 85,000 people were employed in the US wind industry[15], and GE Energy was the 
largest domestic wind turbine manufacturer [15]. Wind projects boosted local tax bases, and 
revitalized the economy of rural communities by providing a steady income stream to farmers 
with wind turbines on their land [16] Wind power in the US provides enough electricity to power 
the equivalent of nearly 9 million homes, avoiding the emissions of 57 million tons of carbon 
each year and reducing expected carbon emissions from the electricity sector by 2.5% [17]. 
Texas, with 9,410 MW of capacity, has the most installed wind power capacity of any US state, 
followed by Iowa with 3,053 MW [11]. The Roscoe Wind Farm (780 MW) in Texas is the 
world's largest wind farm [18]. 
 
1.2.3 Wind Power in the European Union 
In 2008, according to European Wind Energy Association (EWEA), there were 5,000 wind 
turbines, with a total capacity of 64.93 GW in the European Union, generating 142 TWh of 
electricity which took an investment of 11 billion euro [19]. In 2008, the European Union 
produced 4.2% of its electricity from the wind [19][20]. As of 2009, the leading countries are 
Germany (25 GW) and Spain (16.7 GW). The European Environment Agency (EEA) report [21] 
states that potential of wind energy is sufficient to power Europe many times over. The report 
highlights Europe‟s wind power potential in 2020 to be three times greater than it‟s expected 
electricity demand, rising to a factor of seven by 2030 [22]. 
In 2008, 8.48 GW (8.1 onshore and 0.37 GW offshore) of wind energy capacity was installed in 
the European Union compared to 27 GW in the world [19][22]. The market for European wind 
power capacity grew significantly in 2006, according to statistics from the EWEA.  A total of 
7,588 MW of wind power capacity, worth some 9 billion Euros, was installed in the European 
Union (EU) in 2006, an increase of 23% compared to 2005. Currently more than 25,000 wind 
farms are operating throughout Europe, and capacity is expected to double by 2015. According to 
EWEA, the industry will be worth $109 billion Euro by 2020. Research from a wide variety of 
sources in various countries indicates that support for wind power is consistently between 70 and 
80 per cent amongst the general public.  
 Wind power capacity estimates were reported for all EU twenty seven countries as well 
as Norway, Switzerland, Croatia and some of the Balkan states [3] as given in table 1.4.   
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Table 1.4 Total wind generation capacity in EU by scenario and year (GW)[3] 
Year 2005 2008 2010 2015 2020 2030 
Low Growth Scenario 42.2 57.2 72.3 103.3 143.9 203.3 
Medium Growth Scenario 42.2 66.5 90.0 143.7 205.8 279.6 
High Growth Scenario 42.2 78.1 108.2 185.0 263.4 351.1 
 
The EU targets to meet 22 percent of its electricity from renewable energy sources by the 
end of 2010. Wind commercially is viable and as economically competitive renewable source, is 
a major player in meeting this target. 
1.3 Objectives of This Thesis 
In light of the above discussions, it is apparent that wind energy is one of most favorable clean 
energy alternatives to replace fossil fuel based energy globally. Fast growth and high penetration 
of wind energy in existing networks requires full integration of wind turbines from different 
perspectives such as operation, scheduling, control, and market aspects. Frequency control and 
regulation service provision from wind generation is very important and challenging compared to 
that from conventional sources of energy since availability of the wind energy source is not 
controllable.  It is evident that without a through strategy, full integration of wind energy with 
high penetration would not be possible, and therefore studies are required.  With that said, 
following is a summary of the objectives of this work: 
  Provide mathematical models of the network with mixed generation and various 
penetration scenarios to examine the control strategy for primary and secondary 
frequency control.   
 Develop a mathematical model for network with mixed generation in single area 
frequency control, and provide the method to improve the dynamic response of the 
system. 
 Develop a mathematical model for network with mixed generation in two area frequency 
control, and provide the method to improve the dynamic response of the system. 
 Compare the classical frequency control with mixed generation network, and examine 
and compare the responses for various penetration scenarios. 
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1.4 Organization of This Thesis 
Chapter 2 provides the Wind power overview and WECS modeling. Chapter 3 develops 
mathematical model for single area control system with mixed generation, and tuning the wind 
machine speed controller, in order to improve frequency response of the network for small 
perturbation. Chapter 4 develops the mathematical model for two area control system with mixed 
generation, and tuning of the wind machine speed in each area, in order to improve frequency 
response of the network for small perturbation, and to minimize the area error and tie line 
disturbance for various penetration scenarios. Chapter 5 draws the important contributions of the 
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Chapter 2  
Wind Power overview 
2.1 Status of wind Turbine Technology 
Wind energy conversion systems can be classified into turbines that depend on aerodynamic drag 
and turbines that depend on aerodynamic lift. The early Persian vertical axis wind turbine shown 
in Figure 2.1 utilized the drag principal. The history of wind power shows a general evolution 
from use of simple light devices driven by aerodynamic drag forces, to heavy, material-intensive 
drag devices and finally to the use of light material, and efficient aerodynamic lift devices in the 
modern era. The earliest known use of wind power, (sail boat form ancient Persia) used this 
technology which had a significant impact on the pursuing wind power development.  
 
 
Figure 2.1 Drag device based on Persian design, used in the sail boat [26] 
 
Modern wind turbines are predominately based on aerodynamic lift. Lift devices use 
blades that interact with incoming wind. The force resulting from the blade (airfoil) interaction 
with the air flow consists of the drag force component in the direction of the flow and a force 
component that is perpendicular to the drag, namely the lift.  Magnitude of the lift force could be 
several times larger than drag force depending on the design of the airfoil blade, which provides 
the driving force for the rotor. Wind turbine based on aerodynamic lift can be further classified 
according to the orientation of spin axis, as vertical axis turbines Figure 2.2 and horizontal axis 
turbine Figure 2.3. In the vertical axis wind turbine, the main rotor shaft is set vertically. The 
advantages of this arrangement are that generators and gearboxes can be placed close to the 
ground and as shown in Figure 2.2, these devices do not need to be pointed into the wind 
direction [27]. 
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Figure 2.2 Vertical Axis wind turbine [27] 
 
 
Figure 2.3 Horizontal Axis wind turbine [28] 
 
 
Figure 2.3 shows a horizontal axis or propeller-type wind turbine in which the axis of the 
rotor's rotation is parallel to the wind stream and the ground. The wind passes over both surfaces 
of the airfoil shaped blade, faster over the longer (upper) side of the airfoil than the shorter side 
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(lower), hence creating a lower-pressure area above the airfoil with respect to the underside. The 
pressure differential between top and bottom surfaces results in what is called aerodynamic lift.   
Since the blades of a wind turbine are constrained to move in a plane with the hub as its center, 
the lift force causes rotation about the hub. In addition to the lift force, a drag force perpendicular 
to the lift force impedes rotor rotation. This approach currently dominates wind turbine 
applications in the industry. As shown in Figure 2.3 this type of turbine consists of a tower, a 
nacelle that is mounted on the top of the tower and contains a generator, gearbox and the rotor. 
Different mechanisms exist for pointing the nacelle towards the wind direction, or move 
the nacelle out of the wind in the case of high wind speed. For small wind turbines, the rotor and 
the nacelle are oriented into the wind with the help of tale vanes. On the larger wind turbines, 
nacelle and rotor are electrically yawed into or out of the wind, in response to a control signal 
from wind vane. Most of horizontal axis turbines built today are with two- or three-blades, 
although some may have more blades. The number of blades is directly linked to the Tip Speed 





           (2.1) 
Where ωturb is angular velocity or frequency of rotation, R is radius of the aerodynamic rotor and 
Vwind is wind speed. The TSR is of vital importance in the design of wind turbine generators. If 
the rotor of the wind turbine turns too slowly, most of the wind will pass undisturbed through the 
gap between the rotor blades. Alternatively, if the rotor turns too quickly, the blurring blades will 
appear like a solid wall to the wind. Therefore, wind turbines are designed with optimal TSR to 
extract as much power out of the wind as possible. When a rotor blade passes through the air it 
leaves turbulence in its wake. If the next blade on the spinning rotor arrives at this point while the 
air is still turbulent, it will not be able to efficiently extract power from the wind. However, if the 
rotor spans a little more slowly, the air hitting each turbine blade would no longer be turbulent. 
Therefore the TSR is chosen so that the blades do not pass through turbulent air. 
 The optimum TSR depends on the number of blades in the wind turbine rotor. The fewer 
the number of blades, the faster the wind turbine rotor needs to turn to extract maximum power 
from the wind. A two-bladed rotor has an optimum TSR of around 6, a three-bladed rotor around 
5, and a four-bladed rotor around 3. A well designed typical three-bladed rotor would have a tip 
speed ratio of around 6 to 7. Three-bladed turbines provide lower noise, and better torque 
characteristics compared with two-bladed wind turbines.  
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In tune with growth of the industry, the wind energy technology is also changing.  One 
apparent change is the shift towards offshore installations enabling the industry to envision large 
and ambitious installations to take place.  
Another trend in the industry is to go for larger machines since the industry is growing from MW 
to multi MW scale.  Bigger turbines are cheaper on per KW basis. Several manufacturers are 
manufacturing turbines with 5 MW size. Some of these machines have rotors with 125 m blades 
weighing around 9 tones. In another attempt to make offshore wind farms more profitable, 
Norway plans to build the world's largest turbine standing 533 feet tall with a rotor diameter of 
475 feet. It will also be the single largest generating unit with capacity of 10 MW, to power over 
2,000 homes, making it three times more powerful than current turbines [25]. 
 
Table 2 1 Available wind turbines in the market [29] 
Application Hub- height Diameter Power rating 
Commercial 50-90 m 47-90 m 0.660-2.00 MW 
Medium 35-50 m 13-30 m  
Residential 18-37 m 1-13 m Below 30KW 
 
2.2 Power from Wind   
From a physical point of view, the static characteristics of a wind turbine‟s rotor can be described 
by the relationships between the total power in the wind and the mechanical power of the wind 
turbine. These relationships are readily described starting with the incoming wind in the rotor 
swept area. It can be shown that the kinetic energy of a cylinder of air of radius R travelling at 
wind speed Vwind corresponds to a total wind power Pwind within the rotor swept area of the wind 




windairwind VRP         (2.1) 
where ρair is the air density (1.225 kg/rn
3
), R is the rotor radius and Vwind is the wind speed. 
 It is not possible to extract all the kinetic energy from the wind since this would mean 
that the air would stand still directly behind the wind turbine. This would not allow the air to flow 
away from the wind turbine, and clearly this cannot represent a physical steady-state condition. 
The wind speed is only reduced by the wind turbine, which thus extracts a fraction of the power 
in the wind. This fraction is expressed as the power efficiency coefficient, Cp, of the wind turbine. 
Therefore the mechanical power output of the wind turbine Pmech considering the definition of Cp 
can be stated as given by (2.2) [30], 
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windairpmech VRCP          (2.3) 
It can be shown that the theoretical static upper limit of Cp is 16/27 (approximately 
0.593); which is the maximum theoretically possible value (approximately 59%) that can be 
extracted from the kinetic energy of the wind. This is known as Betz‟s limit [31]. For comparison, 
a modern three bladed wind turbine has an optimal Cp value in the range of 0.52-0.55 [31] when 
measured at the hub of the turbine. 
From a physical point of view the power, Pmech that is extracted from the wind will 
depend on rotational speed, wind speed and blade angle, β. Therefore, Pmech and Cp are functions 
of these parameters. 
),V,(fP windturbmech         (2.4) 
 The forces of the wind on a blade section and thereby the possible energy extraction will 
depend on the angle of incidence φ  between the plane of the moving rotor blades and the relative 
wind speed Vrel (see Figure 2.4) as seen from the moving blades. Simple geometrical 
considerations, which ignore the wind turbulence created by the blade tips show that the angle of 
incidence φ is determined by the incoming wind speed Vwind and the speed of the blade. The blade 
tip is moving at speed Vwind, equal to (ωturb*R). This is illustrated in Figure 2.4. The highest values 
of Cp are typically obtained for values in the range 8 to 9 (i.e. when the tip of the blades move 8 
to 9 times faster than the incoming wind). This means that the angle between the relative air 
speed as seen from the blade tip and the rotor plane is rather a sharp angle. Therefore, the angle of 














Figure 2.4 Illustration of forces around the moving blade [30] 
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where Vtip = tip speed; ωturb = turbine rotational speed; R = rotor radius; Vrel = relative wind 
speed; Vwind = wind speed; α = angle of attack; φ = angle of incidence between the plane of the 
rotor and Vrel; β= blade angle 
 
On modern wind turbines, it is possible to adjust the pitch angle β of the entire blade 
through a servo mechanism. If the blade is turned, the angle of attack α between the blade and the 
relative wind Vrel will be changed accordingly. Again, it is clear from a physical perspective that 
the forces of the relative wind on the blade, and thereby the energy extraction, will depend on the 
angle of attack α between the moving rotor blades and the relative wind speed Vrel as seen from 
the moving blades. Hence Cp can be expressed as a function of λ and β: 
 ),(fCp           (2.5) 
Cp is a characteristic of the wind turbine that can be obtained by blade element method, look-up 
table, or analytical approximation.  
 
2.2.1 Pitch control [31] 
Whenever the average of wind speed changes over a propeller, the propeller‟s pitch needs to be 
controlled. Commercial wind turbines are designed to produce optimum power with 15 m/s of 
wind speed. However, the wind speed always fluctuates up and down around this optimum. To 
generate the optimum power, the turbine blades have to adjust accordingly. This adjustment 
comes from turning the blades around their longitudinal axis (to pitch). When the wind speed 
decreases, the blade pitch is adjusted such that it exposes more surface area to the wind. 
Conversely, when wind speed picks up, the blade pitch is adjusted such that it exposes less 
surface area to the wind. If a blade is not designed for stall, increased wind speeds will force the 
rotor to turn faster without a pitch control mechanism. The pitch mechanism allows the wind to 
flow around the blade as smoothly as possible. To do this, air particles cannot hit the blade head 
on, rather they must flow almost tangent to the blade just as in an airplane‟s wing operating in the 
air.  
 There are two kinds of pitch control mechanism. The first is called "Active Pitch 
Control" where the rotor blades turn around their longitudinal axis (to pitch) by a computer 
controlled mechanism. This type of pitch control requires expensive equipment; however it 
provides good pitch control. Active pitch controls are used in one third of the large turbines 
currently installed. The second pitch control mechanism is called "Passive" or "Stall Pitch 
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Control". In this type of design the blade does not rotate around its longitudinal axis, but is 
designed such that it naturally creates a stall and low tip speeds. This type blade requires precise 
blade design and structurally strong towers.  
 
2.3  Wind Energy Converter System Functional Structure 
 
One of the important components in the WECS is the gearbox placed between the main shaft and 
the generator. Its task is to increase the rotational speed of the rotor blades to the generator‟s 
rotation speed of 1000 or 1500 revolutions per minute (rpm). Capacitor banks are used to provide 
the reactive power required by the induction generator power electronic converters used to 
facilitate the coupling of wind turbine with variable power source to the grid network with the 
constant frequency. Therefore from the functional point of view WECS could be classified into 
WECS with fixed speed wind WECS with variable-speed wind turbines. 
 
2.3.1  WECS with Fixed Speed Wind Turbines Type A 
Normally for the fixed speed wind turbine, induction generator types A [30] squirrel-cage 
induction generator is used as shown in Figure 2.5. The rotor of a fixed-speed wind turbine 
rotates at a fixed speed determined by the frequency of the grid, gear ratio, and the pole pairs 
of generator. A fixed-speed wind turbine is connected to the grid through a soft-starter. Since 
the induction generator absorbs the reactive power from the grid, a capacitor bank is 
necessary to provide for the reactive power compensation. A gear box is used to transform 
power from the turbine with lower-rotational speed to the generator rotor with high-rotational 
speed. The generator terminal voltage is increased with a step-up unit transformer to a 
medium voltage level.  
Although this type of wind turbine has the advantage of being simple and relatively cost-
efficient compared to other types of wind turbines, but the reactive power cannot be 
controlled, therefore any sever short-circuit near the wind farm may cause significant voltage 
dip in the weak network. 
Since the rotational speed of this type is limited to a very narrow range determined by the 
slip of the induction generator, any fluctuations in mechanical torque due to wind speed 
variation will impact the network where the wind farm is connected. 
 












Figure 2.5 WECS with fixed speed wind turbine 
 
Risk of loss of synchronism in case of voltage dips is high because both field and stator 
windings are supplied from the same bus. 
2.3.2 WECS with Variable Speed Wind Turbines Type B  
In the case of an induction generator with a variable rotor resistance (Type B wind turbine) 
Figure 2.6, it is possible to vary the speed over a somewhat wider range. However, the speed 
range is still rather limited and the speed cannot be controlled directly. Hence, looking at it 
from a control system perspective, this type of wind turbine may essentially be considered as 














Figure 2.6 WECS with fixed speed wind turbine and variable resistor 
 
2.3.3 WECS with DFIG Based Wind Turbine  
Doubly-Fed Induction Generator (DFIG) drives Figure 2.7 and the full load converter connected 
generator drive are the two most frequently applied variable speed generator drive concepts.   















Figure 2.7 WECS with DFIG based wind turbine 
Other variable-speed generator drive types are also available in the market, but currently they are 
not used for wind turbines. It would probably be possible to use written pole synchronous 
generators for instance, as a way of obtaining variable-speed capability in a generator drive. In 
short, theoretically all types of variable speed high-power drives electrical, mechanical or 
hydraulic with an electrical generator somewhere in the drive system can be used in wind turbine 
systems. 
 
2.3.4 WECS with Full Converter   
Variable-speed generator drives enable the wind turbine control system to adapt the rotational 
speed of the rotor to the instantaneous wind speed over a relatively wide range. The electrical 
system has a fixed frequency though. A generator drive connecting a variable-speed mechanical 
system to a fixed frequency electrical system must therefore contain some kind of a slip or 
decoupling mechanism between the two systems 
In variable-speed wind turbine with full converter, Figure 2.8, the generator can be a 
squirrel-cage induction generator or a synchronous generator which is connected to the grid 
via a power electronic converter as shown in Figure 2.8. The entire power output from 
generator goes through the converter; therefore the converter is rated at full power. The 
voltage level and the reactive power can be regulated by using power electronic converters. 
 















Figure 2.8 WECS with synchronous generator and convertor 
 
2.4 Literature Review 
Several researchers have carried out work on DFIG-based wind turbines to demonstrate their 
possibility to provide separate active and reactive power control. Therefore, DFIG-based wind 
turbines are the preferred choice for network operators in comparison to fixed-speed machines in 
which active and reactive power control is not independent. 
In this section a modest attempt is made to review some of the pertinent research papers 
related to this study with emphasis on DFIG-based wind turbines and their role and contributions 
to system frequency control. 
In [32], the concept of releasing the kinetic energy of a DFIG-based wind turbine when 
the frequency of the power system is reduced in order to prevent the reduction of system inertia is 
presented. The paper suggests the use of additional power set-point in the control system of the 
wind turbine. This additional power reference is calculated based on the rate of frequency change 
and inertia of the network. The additional power released by the DFIG-based wind turbine 
supports the primary frequency regulation and thus prevents reduction of system inertia. 
In [33], the experimental results of engineering and design of a DFIG-based wind turbine, 
using back-to-back PWM voltage-source converters in the rotor circuit, is presented. A vector-
control scheme is used for the supply-side of the PWM converter to maintain the quality of the 
supply source by drawing sinusoidal current from the network. The same scheme in the rotor side 
provides optimal speed tracking for a wide speed range of operation. 
In [34], a model is developed to represent the two most important variable-speed wind 
turbine concepts in power system dynamic simulations. The first concept is the use of a DFIG 
with a back-to-back voltage source converter feeding the rotor winding. And the second concept 
is a direct-drive synchronous generator which is grid coupled through a diode rectifier and 
voltage source converter or through a back-to-back voltage source converter. 
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In [35], impact assessment of high penetration of wind energy to the Irish network is 
presented. Because of the small size of the network there could be significant impacts of small 
wind generation penetration. The paper studies two scenarios wherein all or none of the wind 
turbines provide an inertial response following a frequency transient. 
In practice, the truth lies somewhere in between, and wind farms typically comprise a 
mix of fixed-speed turbines which can provide only limited inertial support and variable-speed 
machines which do not provide inertial support if they are not equipped with auxiliary „inertial‟ 
feedback loop [2]. It has been shown in [6] that if wind turbines provide no inertia in times of low 
system demand, the robustness of the system is jeopardized. On the contrary, if wind turbines can 
participate in system inertia provisions, the frequency effect could be significantly mitigated. 
In [36], a control scheme is proposed that allows DFIG-based wind turbines to participate 
effectively in system frequency regulation. In this approach, wind turbines operate according to a 
de-loaded optimum power extraction curve such that the active power provided by each wind 
turbine increases or decreases during system frequency changes. The control strategy defined for 
the wind turbine to supply primary frequency regulation capability exploits a combination of 
control of the static converters and pitch control, adjusting the rotor speed and the active power 
according to the de-loaded optimum power extraction curve. Results obtained considering a small 
isolated power system are presented to demonstrate the effectiveness of the approach, the 
drawback of this method is the loss of revenue accrued because the wind generator is not able to 
generate its maximum power. 
In [37], the inertial response of wind turbines employing induction machine based 
generators is presented. A model of a Field-Oriented Controlled DFIG, based on a fifth-order 
induction generator model is described. The model is implemented in a reference frame that 
allows the factors affecting the inertial response of the DFIG to be easily examined. A 
comparison between the inertial response of a squirrel-cage and DFIG-based wind-turbine 
generator is performed using the developed models. It is found that the inertial response of a 
DFIG employing field-oriented controlled (FOC) strongly being influenced and effected by band 
width of rotor current control.  
In [38], the concept of extracting the kinetic energy of DFIG machines by reducing the 
speed of the rotor is presented, and details of an addition power set-point in the DFIG, which is 
used in order to emulate the inertia of the wind turbine, is formulated. It is also observed that, as a 
result of supporting the frequency, the rotational speed of the DFIG decreases and therefore the 
power output drops considerable when the frequency control support is ended. This drop in power 
is undesirable, especially when all DFIG-based wind farms demonstrate this behavior. The 
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authors conclude that variable-speed wind turbines are able to support primary frequency control 
and emulate inertia by applying additional control loops. For that purpose, the kinetic energy 
stored in the “hidden inertia” of the turbine blades is used. 
 
2.4.1 Assumptions and constraint in participation of DFIG in frequency regulation 
 
In this study it has been assumed that the mechanical power of DFIG based wind turbine is 
constant (wind speed) and therefore uncertainty of wind power generation has not been 
considered. It is also assumed that in the power system with mixed generation, conventional 
generation is able to supply the additional demand during the disturbances and increase the 
production as needed. Maximum Power Tracking (MPT) system which tracks the optimal 
mechanical speed and permits temporary deviation from optimal speed is described in Chapter 3 
and 4. 
2.5 Simulations  
2.5.1 Active Pitch Control  
 
Figure 2.9 and 2.10 presents the behavior of induction type generator type A, being driven by a 
wind turbine as described in section 2.3.1. The turbine is controlled by a wind governor, during 
the wind speed step perturbation. Simulation is developed with PSCAD® professional program 
wind turbine and governor type MOD2 (generic model), which is available in the library of this 
program is used. 
Before t=50 sec wind speed is equal to optimal wind speed 15 m/s and power output of 
the wind farm and mechanical torques as shown in Figure 2.10 are in the steady state condition. 
In t=50 sec after about 2 m/s wind speed perturbation is applied and therefore the wind speed 
raises to 17 m/s. thereafter pitch control system attempts to maintain the same power output by 
controlling the pitching angle, the output with about 20 second of perturbation returned to steady 
state by raising the β from about 15.6 deg to 18 deg. The active power of induction machine 
towards to network is shown with the negative sign. 
Figure 2.10 similar to 2.9 presents the wind speed reduction steps and attempts of control 
system to maintain the wind farm output constant.   
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Figure 2.10 Plots of simulation of wind speed step perturbation for induction type wind turbine 
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2.6 Conclusion  
 
This chapter presents a back ground review of the evolution of wind turbine technology and 
current status in its development. Thereafter, the mathematical relations for power from wind 
turbines are discussed and the importance of pitch control is highlighted. Subsequently, various 
classes and type of Wind Energy Converter Systems (WECS) are discussed in brief. A moderate 
review of literature pertaining to frequency control contribution of DFIG based wind generations 
is performed. Finally PSCAD simulation is performed that lay done the foundation for the 





















  23 
Chapter 3  
Primary Frequency Regulation and AGC in a Single-Area System with 
DFIG-Based Wind Turbine 
3.1  Introduction 
In spite of the increasing penetration of wind turbines into the power grid, the frequency 
regulation and AGC tasks are mainly undertaken by conventional generation units. The goal of 
frequency regulation and AGC is to keep the frequency within specified limits through primary 
and secondary control of governor. 
Traditionally, Wind Energy Conversion Systems (WECS) do not participate in system 
frequency support. Hence, wind turbines do not increase or decrease their production when the 
frequency falls or rises respectively, meaning that they do not contribute to the system inertia.  
With high rate of growth in wind generation capacity, its contribution to total generation mix is 
increasing but the total system inertia participating in frequency control is decreasing to 
inadequate levels for appropriate system frequency recovery following a power imbalance or grid 
disturbance. Therefore, further penetration of wind energy in the network calls for contributions 
from wind generators to frequency regulation and AGC in order to prevent reduction of total 
system inertia of the network. 
Not much research has been reported on analyzing the effects of wind generator 
participation to frequency regulation and AGC in power systems. One of the methods discussed 
in several papers [32], [36], [38] with earlier types of turbines (such as fixed-speed turbines) 
propose preventing the wind turbines from supplying their maximum available power in normal 
situations so as to maintain a reserve margin that can be utilized for frequency control. More 
recently, extracting the kinetic energy stored in the mechanical system of wind turbines with 
variable-speed generators has been the subject of research [34], [35], [36]. The control system 
based on this concept, utilizes the ability of DFIG-based wind turbines to produce power with 
variable mechanical speed and extracting the kinetic energy to support the primary frequency 
regulation, has been based on the Wind Turbine Inertia Control model [32]. The block diagram of 
such a control system is shown in Figure 3.1. 
Similar to conventional generators, wind turbines have a significant amount of kinetic 
energy stored in the rotating mass of their rotor and blades. An important feature of DFIG 
machines is the possibility for their active and reactive power outputs to be controlled as required 
by system operators. Although the steady-state active power delivered to the grid by a WECS 
depends on the wind speed, the power can be dynamically controlled to a certain extent by 
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utilizing the stored mechanical energy. This is due to the capability of these machines to work at 
asynchronous speeds. This way, the wind energy will transfer efficiently for a given wind speed, 
while the mechanical stress is relieved to some extent.  
DFIG machines with slip-ring rotors are generally designed with three ac windings in the 
stator and rotor. The stator is normally connected directly to the grid and the rotor is supplied via 










        (3.1) 
In (3.1), ps and pr denote the number of stator and rotor poles respectively. As per (3.1), 
the system frequency s is equal to sum of the angular velocity of mechanical rotation (mech) and 
rotor current frequency (r). Depending on the direction of the supply frequency, this machine 
can operate in over- or under- synchronous speed. The amount of kinetic energy released from the 



































        (3.4) 
Ek0 is dependent on wind speed which varies between zero to 1.0 per unit and mech1 
cannot be smaller than the minimum mechanical rotational speed of the DFIG-based wind 
turbine. Furthermore, the instantaneous power extracted from the wind turbine cannot exceed the 
maximum allowed value, as per manufacture data of the machine. These constraints, as stated in 
(3.5)-(3.8), have to be regarded in the control system. 
 
)(0 SpeedWindfEk          (3.5) 
)(0.10 0 SpeedWindfpuEk        (3.6) 
1min mechmech
          (3.7) 
maxkkk EEE  0         (3.8) 
Figure 3.1 depicts the controllers of DFIG-based wind turbines that try to keep the 
turbine at its optimal speed in order to produce the maximum power. The controller provides a 
power set-point (P
*
) that is based on measured speed (m,meas) and measured electrical power 
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(Pel,meas). The power set-point is an input for the converter control that realizes the torque and 
power by controlling the generator rotor currents. An additional control signal is added (∆P
*
f) 
which adapts the power set-point as a function of the deviation and the rate of change of the grid 
frequency. The emulated inertia of the additional control signal is proportional to its controller 
parameters (Kdf and Kpf). The support to primary frequency control depends on when this 
additional loop is activated, as the grid frequency exceeds certain limits, by adding this signal to 
the torque equation to set the torque demand. As the system frequency drops, the set point torque 


































Figure 3.1 Principle of DFIG Inertial Emulation Control [38] 
 
The power reference point (P
*
fω) has two components, P
*
f the additional reference 
point based on frequency changes as described earlier and P
*
 which is based on optimum 















f PPP            (3.11) 
 
Kdf and Kpf are the controller gains for the derivative and proportional controllers 
respectively. Considering the two components of the DFIG power set-point (3.11), P* changes 
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in relative terms, slowly, compared to the frequency derivation power set-point P*f.  Therefore, 
at t=0 when disturbance occurs, we can assume P* to be zero. Also, considering the instant 
conversion of set point to power by converter, we could assume PNC = P
*













fNC         (3.13) 
3.2 DFIG-Based Wind Turbine Control Model 
Figure 3.2 shows the overall transfer-function block diagram of a power system comprising a 
conventional generator providing frequency regulation as well as a non-conventional DFIG-based 
wind turbine generator contributing to frequency regulation. The incremental active power 
demand PD subtracted from the incremental values of conventional generation Pg and wind 
generation PNC equals the power transferred from the neighboring area, P12 as given in (3.9). 
































Figure 3.2 Power system dynamic model overview with mixed generation 
 









          (3.16) 
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Figure 3.3 shows the dynamic model adopted for the study of frequency regulation [3] 
with DFIG-based wind turbine generator. This model is in essence taken from the DFIG inertia 




















































Figure 3.3 DFIG-based wind turbine control based on frequency change [35], [39] 
 
The contribution of the DFIG towards system inertia can be seen in (3.17). The 
differences between the models described in Figure 3.1 and that in Figure 3.3 [3] is the additional 
reference power setting which is build based on the change in frequency using a washout filter 






P*f           (3.19) 
R is the droop constant as used conventionally and 2X  is the frequency change measured 
where the wind turbine is connected to the network. 
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3.3 Dynamic Model of Primary Frequency Regulation with DFIG-Based Wind 
Turbines 
 
The dynamic performance of a power system comprising a conventional prime-mover model, a 
non-reheat type turbine and a DFIG-based wind turbine is represented by the small-perturbation 
model shown in Figure 3.4 [3]. This model simulates the primary frequency regulation after a 
disturbance and includes conventional system parameters such as the load damping factor (D), the 
regulation droop (R), the inertia H, governor time constants Th and Tt of the system equivalent 
unit (governor and turbine). 
The system behavior depends on the choice of network parameters and DFIG-based wind 
turbine speed controllers are Kwp and Kwi.  If several generators are connected to the system, the 
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Figure 3.4 Primary frequency regulation block diagram with DFIG based WT 
 
  29 
In Figure 3.4, Ph is the incremental hydraulic governor valve position change, Δω is 
incremental speed of the wind turbine, Δf is the incremental frequency change, ΔX1 is frequency 
increment after being measured by transducer, ΔX2 frequency change after the washout filter and 
ΔX3 is the incremental change in DFIG integral speed control. The incremental model is obtained 
by linearizing the system around a nominal operating point. The dynamic model in state-space 




         (3.21) 
X is the state-vector, p is the perturbation and A,  are state and perturbation matrices 
respectively. The state-equations (3.21) can be written in expanded vector-matrix form as 
follows: 























































































































 0000000  
 
Dynamic simulation for primary regulation with and without the DIFG-based wind turbine 
is carried out. The result is shown in Section 3.6.1.  
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3.4 Dynamic Model of AGC with DFIG-Based Wind Turbines 
 
The small perturbation dynamic model considered for the single-area power system for AGC 
studies is shown in Figure 3.5. The model is similar to that described in the context of primary 
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Figure 3.5 Dynamic model for AGC studies with DFIG-based wind turbines 
 
The dynamic model in state-space form is developed from the transfer-function 
representation by defining the state-vector X, given by: 




         (3.20) 
X is the state-vector and p is the perturbation vector. The matrices A and  are state and 
perturbation matrixes respectively. The state-equation (3.20) can be written in expanded vector-
matrix form as follows: 
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 00000000  
 
Dynamic simulation is carried out with and without the DIFG-based wind turbine for 
sudden load increase. 
3.5 Optimal Tuning of DFIG-Based Wind Turbine Controller Parameters 
The objective of this section is to determine the optimal settings of the speed control parameters 
of the DFIG-based wind turbine so as to improve its participation in frequency control in 
response to system disturbances. The Integral of Squared Error (ISE) [40] technique is used for 
obtaining the optimum values of Kwp and Kwi. In the state-space model (3.20), a step perturbation 
of 0.02 per unit is considered, which remains constant during the dynamics of the process. 
In order to examine the impact of the growth of wind energy in the total energy supply 
mix of the system, a Penetration Index (αW) is defined as follows: 
 
100
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Four cases of DFIG penetration are considered: 
- αW = 5% 
- αW = 10% 
- αW = 20% 
- αW = 50% 
 
The initial values of the state variable, which in this study, are the incremental changes 
from their nominal values, will be zero since the system is stable. For t∞, the states will 
approach a new steady-state and thus at any time t, the state-vector X(t) represents the deviations 
of the state variable from its steady-state value. Therefore, the dynamic performance of the 
system, for a given set of control parameters, can be measured using a quadratic performance 












     (3.22) 
 
In this work, the square of the frequency deviation errors is considered as the 






2         (3.23) 
 
For computational purposes, the performance index J is calculated by summing the 
discrete values at very small intervals, over a considerable period until the steady-state is 










2          (3.24) 
 
The optimal values of the DFIG speed controller parameters KWP and KWI are determined 
by searching for the minimum value of J. At first, KWI is fixed at a certain value and KWP is varied 
over a wide range. It is observed that J decreases as Kwp is increased, attains a minimum, JMin, and 
then increases again. The values of Kwp and Kwi that yields the minimum of JMin (J
*
Min), are the 
optimal controller parameters. Figure 3.6 shows the plot of J versus KWP for several values of KWI 
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considering ,20%  wind turbine penetrations in the system respectively following a 0.02 per unit 
step load perturbation. 
 
Figure 3.6 Optimal tuning of DFIG controller parameters for 20% wind penetration 
 
It can be observed from Table-3.1  that the optimal settings of the controller gains are 
slightly affected by the wind penetration levels and the performance is expected to worsen 
with a higher penetration of wind generation, since J*Min is higher for 50% penetration than 
that with 20% penetration. 
 
 
Table 3.1 Optimal parameters of the controller for different wind penetration 
Wind Penetration  Kwi Kwp J
*
Min 
5% 0.05 1.00 0.0151 
10% 0.05 1.00 0.0161 
20% 0.1 1.23 0.1209 
50% 0.1 1.98 0.1235 
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3.6 Analytical Studies 
3.6.1 Primary Regulation  
 
Simulations are carried out considering the dynamic model presented in Figure 3.4 for a 0.02 per 
unit load perturbation with and without DFIG wind turbine to examine its contribution in primary 
frequency regulation, different plots for theses simulations are presented in Figure 3.7 to 3.11. 
During the simulations it has been assumed that DFIG-based wind turbines are in their optimal 
mechanical speed with the maximum power obtainable form the wind, and wind speed remain 
constant during the simulation.     
Figure 3.7 to 3.8 presents the frequency plots following a 0.02 per unit step load 
perturbation with and without the DFIG. It is observed that the frequency response following the 
disturbance is improved, by way of lower frequency peak excursion when DFIG participation is 
considered. It is also observed that when the wind penetration level increases from 5% to 50%, 
although the lower frequency peak excursion is improved by higher penetration but the frequency 
response deteriorates by way of increased settling time and higher steady-state frequency error,. It 
can be generally concluded that with lower penetrations 5 % there is no significant improvement 
compare to no-DFIG case. 
 
 
Figure 3.7  Primary frequency regulations with and without DFIG 
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Figure 3.8 Primary frequency regulations with and without DFIG 
 
Figure 3.9 and 3.11 shows the responses of the conventional generator and the DFIG 
providing primary regulation services. It can be seen that when the load increases at t=0, the 
DFIG instantly releases its kinetic energy by reducing the mechanical speed instantly therefore 
can increases its output to participate in primary frequency regulation. Thereafter DFIG output 
decreases since the speed is no longer at the optimal and power extracted from the wind is 
reduced. As the DFIG speed controller acts and the optimal speed is recovered, the DFIG power 
output returns to its nominal.  
It is also observed that the DFIG does not contribute to the frequency support after 
steady-state is reached, and only provides frequency regulation during the transient phase. The 
conventional generator, on the other hand, regulates its output and attains a new steady-state 
operation level while providing primary regulation service. 
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Figure 3.7 Generator response in primary frequency regulation with and without DFIG 
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Figure 3.8 Generator response in primary frequency regulation with and without DFIG 
 
 Figure-3.12 and 3.13 shows the relation of the DFIG-based wind turbine incremental 
power output and mechanical speed change, during the participation of the DFIG in primary 
frequency regulation services. It can be seen that the additional power output of DFIG after load 
perturbation is obtained by reduction of mechanical speed. 
 
Figure 3.9 DFIG generator response in primary frequency regulation  





Figure 3.10 DFIG generator response in primary frequency regulation  
 
 
3.6.2 Automatic Generation Control 
Figure 3.14 shows the MATLAB Simulink
®
 model for examining the secondary frequency 
control or AGC effects of the DFIG-based wind turbine generator. In this model wind turbine 
mechanical speed limit during week wind or very strong wind is defined.  DFIG maximum power 
output constraint is implemented, and finally both strong and weak wind mechanical source has 
been considered. Wind turbine speeds has to be within the threshold of cut out speed is been 
implemented.  
 The energy extraction from DFIG machine is permitted only when the ultimately the 
mechanical speeds lay within cut out speeds, and speed controller will not permit the speed to be 
lower than minimum speed.   
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Figure 3.11 DFIG-Based WT with AGC Simulation model in Simulink® 
  
Simulations are carried out considering the dynamic model presented in Figure- 3.5 for a 
0.02 per unit load perturbation with and without DFIG wind turbine to examine its contribution in 
AGC service, The simulations are carried out for two levels of wind penetration, 20% and 50% 
and the corresponding optimally tuned parameters for the DFIG controller, obtained in Section-
3.5, are used. As mentioned earlier, it has been assumed that DFIG-based wind turbines are in 
their optimal mechanical speed with the output corresponding to the maximum power obtainable 
form the wind, and wind speed remain constant during the simulation  and the conventional 
generator is able to supply the additional load after settlement of the transient. 
 Different plots for theses simulations are presented in Figure 3.15 to 3.18. Figure 3.15 
shows the frequency responses with AGC for 5% wind power penetration with and without 
DFIG. It is observed that the frequency responses for the case with and without DFIG very close, 
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and it is improved, by way of lower frequency peak excursion when DFIG participation is 
considered. It is also observed that by using the DFIG tuned speed controller parameters the 
settling time for cases 5%, 10%, 20% and 50% wind penetration are improved. It can be generally 
expected that with the higher wind penetration the settling time will be longer.  
 Figure 3.15 to 3.18 shows low penetration of wind energy will not have negative impact 
on frequency transient settling time between 5% to 20 %, while with further wind power 
penetration 50% wind power frequency transient settling time will deteriorates, therefore it 
generally can be concluded that the performance of AGC following a small load perturbation can 
be improved with participation of DFIG. Peak frequency excursion will be reduced in direct 
relation to the level of DFIG penetration while frequency settling time compare to no DFIG-based 




Figure 3.12 AGC with 2% load increment with and without DFIG 
 
  41 
 




Figure 3.14 AGC with 2% load increment with and without DFIG 
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Figure 3.15 AGC with 2% load increment with and without DFIG 
 
 Figure 3.19 and 3.20 shows the responses of the DFIG supporting AGC services. It can 
be seen that when the load increases at t=0, the DFIG instantly releases its kinetic energy by 
reducing the mechanical speed instantly therefore can increases its output to participate and 
support AGC. Thereafter as has been indicated in the earlier section DFIG output decreases since 
the speed is no longer at the optimal and power extracted from the wind is reduced. As the DFIG 
speed controller acts and the optimal speed is recovered, the DFIG power output returns to its 
nominal.  
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Figure 3.19 DFIG generation with AGC and 2% load increment 
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3.7 Conclusion 
Traditionally, wind turbine is not participating in the frequency regulation. With further growth of 
wind energy, operators are demanding more and more participation of wind turbine in the 
ancillary services especially frequency regulation. Doubly fed induction generators with the  
ability of delivering power with different mechanical speed in one side, and  the ability to 
instantly reduce the speed, release the stored mechanical energy is able to support the 
conventional generator in regulating frequency. This will reduce the frequency dip even more 
efficiently whenever DFIG, PI controller is tuned. The extraction of energy from DFIG will be 
coordinated with AGC of conventional generators which as result, damping of overshoot and 
frequency excursion can be improved significantly. With further penetration of wind energy in 
the electrical network with a target of growing to 20% of installed based power in North America 
and most of the European countries, PI controller and AGC characteristics should be tuned, in 
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Chapter 4 
Primary and Secondary Frequency Control in Two Area Systems with 
DFIG- Based Wind Turbine Support  
 
4.1 Introduction 
Multiple-area frequency control issues for an interconnected power system are far more 
significant and complicated than those associated with isolated networks.  In isolated networks 
(single area) it is assumed that the frequency is uniform across the network resulting in single- 
area control. Certainly this is not the case in large interconnected system where numerous control 
areas can be identified. These control areas are traditionally associated with vertically integrated 























































































Figure 4.1 linear model of frequency control two Area Systems 
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 The dynamic performance of a two-area interconnected system can be analyzed 
using a small-perturbation transfer-function model (Figure 4.1). This model includes both 
the primary and secondary frequency regulation controls after a disturbance. The system 
performance largely depends on the integral control gains (KAGC1 and KAGC2) and the 
frequency bias factors (B1 and B2), in addition to system parameters and operating 
conditions.  
 Under normal operating conditions each area strives to carry its own load, and a 
portion of the neighboring area‟s load through the tie-line if agreed upon and scheduled 
in advance. Similar to a single-area each system frequency control area is characterized 
by the same frequency, therefore incremental frequency changes are represented by 1f
and 2f  respectively. 


















2 respectively, and P
º
12 is 
the power in the tie line. For small value of δ1 and δ2 the tie line power incremental can be written 
as follows: 
 










        (4-3) 
 
Analogous to electric stiffness concept of synchronizing machines, (4-3) is considered as the 
synchronizing torque coefficient. 
 For two area-control system, the Area Control Error (ACE) for each area consists of 
linear combination of frequency and tie line error, as given below:  
 
11121 fBPACE           (4-4) 
22212 fBPACE           (4-5) 
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4.2 Dynamic Model of  Primary Frequency Regulation with DFIG- Based Wind 
Turbines  
The small perturbation model in the form of transfer-function block diagram for a two-area 
frequency control system comprising a simple conventional prime-mover model, with a non-




















































































































































DFIG model Area 1















Figure 4.2 Linear dynamic model of primary frequency control of two area systems with DIFG 
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The dynamic model in state-space form can be obtained from the transfer-function model 




         (4.6)  
X is the state-vector and p is the perturbation vector. The matrices A and  are state and 
perturbation matrixes respectively. The state-equation (4.6) can be written in expanded vector-






























































































































































































































































































































  T21 ΔPDΔPD0p 00000000000000  
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 The system behavior depends on the network parameters, tie line, conventional system 
parameters such as damping factor of the load (D1 and D2) , the regulation droop (R1 and R2), the 
inertia (H1 and H2),  governor and turbine time constants Th & Tt  respectively. The constants KP 




4.3 Dynamic model of Secondary Frequency Regulation with  DFIG –based   
Wind Turbine - Two Area Controls 
 
The small-perturbation transfer-function block diagram of the two area power system for 
secondary frequency regulation is Figure- 4.3.   
The dynamic model in state-space form is developed from the transfer-function 

















































  T21 ΔPDΔPD0p 0000000000000000  
  
 Similar to previous section, X is the state-vector and p is the perturbation vector. The 
matrices A and  are state and perturbation matrixes respectively. The state-equation (4.11) can  
be written in expanded vector-matrix form as follows: 










































































































































































































































































































































































































































DFIG model Area 1
































Figure 4.3 Linear model of secondary frequency control of two area systems with DIFG-based 
wind turbines 
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4.4 Optimal Tuning of DFIG Based Wind Turbine Controller Parameters 
The objective of this section is to determine the optimal set of parameters of the 
Proportional-Integral controller of the DFIGs in the two-area power system. The ISE 
technique discussed in Chapter-3 is used for obtaining the optimum settings for Kwp and Kwi 
parameters of DFIG in each area. A quadratic performance index denoting the squared of the 











     (4.12)  
In this chapter, the square of the ACE is considered as the performance index for tuning 














        (4.14) 
For computational purposes, the performance index J is calculated by summing the 
discrete values at very small intervals, over a considerable period until the steady-state is 




















22          (4.15) 
The optimal settings of the DFIG controller parameters in the two areas are obtained by 
using a heuristic iterative scheme that seeks to minimize the integral squared error of the ACE in 
each area. The schematic step-wise flow diagram of the optimal tuning process is shown in 
Fig.4.4 and the optimal values of the DFIG speed controller parameters Kwp1, Kwi1 and Kwp2, Kwi2 
are determined. As per the flow diagram, first we arbitrarily chose the DFIG controller 
parameters of both areas, and then sequentially determine the optimal settings for Area-1 and 
Area-2 controllers using ISE technique. A check for convergence of the optimal parameters is 
carried out to ensure the program arrives at the optimal settings for the two DFIG controllers.  
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Initialize Area-1 and Area-2 DFIG controller 
parameters
Initialize 
Using ISE Technique, obtain optimal DFIG 
controller for Area-1. Revise initial controller 
settings of Area-1.
Using ISE Technique, obtain optimal DFIG 
controller for Area-2. Revise initial controller 
settings of Area-2.
Check for convergence: Are the revised 
controller settings of each area within tolerance 







Figure 4.4.Schematic diagram for optimal tuning of DFIG controller parameters  
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Figure 4.5 shows a typical working result of the optimization procedure for a 50% 
wind penetration case, how the DFIG controller parameters converge to their optimal 
settings, while the objective of minimization of ACE is achieved. Tables 4-1 and 4-2 
present the results of the optimal parameter tuning for 20% to 50% penetration of wind 
generation in area-1 and area-2 respectively. 
 
Figure 4.5.Tuning DFIG controller parameters for 50% wind penetration 
 
Table 4.1 Optimal DFIG controller settings parameters area-1 
Penetration Kwi1 Kwp1 J1 
20% 0.2 1.2 0.0507 
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Table 4.2 Optimal DFIG controller settings parameters area-2 
Penetration Kwi2 Kwp2 J2 
20% 0.1 1.0 0.0499 




4.5 Analytical Studies 
4.5.1  Primary Frequency Control 
Simulations were carried out based on the dynamic model shown in Figure- 4.2 for 0.02 per unit 
step load perturbation in both areas, with and without DFIG wind generation to examine the 
impact of wind generator participation in primary frequency regulation. The corresponding 
MATLAB SIMULINK model is given in Figure 4.6. 
 During the simulations in both area, it has been assumed that DFIG-based wind turbines 
are in their optimal mechanical speed with the maximum power obtainable form the wind, and 
wind speed remain constant during the simulation. Different plots for theses simulations are 
presented in Figure 4.7 to 4.9. The parameters used for this simulation has been shown in 
appendix B. 
Figure 4.7 presents power increment change for tie-line power for 20%, 50% wind power 
penetration and also without wind power generation, It is observed that tile-line generation 
increment response following the disturbance is improved with participation of DFIG, by way of 
lower tie-line power increment.  It is also observed that when the wind penetration level increases 
from 20% to 50% the response is deteriorates by way of increased settling time. It can be 
generally concluded that with 20% DFIG-based wind power penetration, primary frequency 
regulation and the settling time is improved, compare to no-WT case, which the steady state 
errors are very close.    
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Figure 4.6.Simulink model for frequency response studies for two-area controller with  





  57 
 
Figure 4.7.Primary frequency regulation tie-line incremental power  
 
Figure-4.8 to 4.15 presents the frequency plots following a 0.02 per unit step load 
perturbation in both areas for 5%, 10%, 20% and 50%  penetration of DFIG based WT in 
comparison with non-DFIG based WT which is not participating in frequency regulation. It is 
observed that the frequency response following the disturbance is improved, by way of lower 
frequency peak excursion when DFIG participation is considered. It is also observed that when 
the wind penetration level increases from 5% to 50%, although the lower frequency peak 
excursion is improved by higher penetration but the frequency response deteriorates by way of 
increased settling time and higher steady-state frequency error. It can be generally concluded that 
with lower penetration, the settling time is improved, compare to no-DFIG case, which the steady 
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Figure 4.9.Primary frequency regulation for 2% load change area 2 
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Figure 4.11. Primary frequency regulation for 2% load change area 2 
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Figure 4.13. Primary frequency regulation for 2% load change area 1 
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Figure 4.15 Primary frequency regulation for 2% load change tie line 
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4.4.2 Secondary Frequency Control 
Simulations are carried out considering the dynamic model shown in Figure 4.3 for a 0.02 per 
unit step load perturbation in both areas considering the optimally tuned DFIG controllers, to 
examine their impact on secondary frequency control. 
The simulations are carried out for four levels of wind penetration, 5%, 10%, 20% and 
50% and the corresponding optimally tuned parameters for the DFIG controller, obtained in 
Section-4.3, are used. As mentioned earlier, it has been assumed that DFIG-based wind turbines 
are in their optimal mechanical speed with the output corresponding to the maximum power 
obtainable form the wind, and wind speed remain constant during the simulation  and the 
conventional generator is able to supply the additional load after settlement of the transient. 
 Different plots for theses simulations are presented in Figure 4.16 to 4.26. Figure4.16 to 
4.19 shows the tie-line incremental power change for four cases of 5%, 10%, 20% and 50% of 
wind power penetration with and without DFIG based WT. It is observed that response of AGC 
with support of DFIG compare to no DFIG based WT to minimize the tie-line power incremental 
change is improved, by way of shorter transient time settlement and lower transient power 
excursion peak.   
 
Figure 4.166 Secondary frequency regulation for 2% sudden load tie line power 
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Figure 4.18 Secondary frequency regulation for 2% sudden load change tie line power 
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Figure 4.19 Secondary frequency regulation for 2% sudden load change tie line power 
 
Figure-4.20 to 4.26 shows frequency response of area-1 and area-2 following the same 
step load perturbation. It is observed that frequency peak excursion has been improved in all  
cases with DFIG based WT for 5%, 10%,  20% and 50% wind power penetration while with 
higher penetration frequency transient settling time is increased compare to no DFIG WT  power 
case. 
 
Figure 4.20 Secondary frequency regulation for 2% sudden load change area-1 
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Figure 4.18 Secondary frequency regulation for 2% sudden load change area-2 
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Figure 4.20 Secondary frequency regulation for 2% sudden load change area-2 
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Figure 4.22 Secondary frequency regulation for 2% sudden load change area-2 
 
 
It can be generally concluded with higher penetration of wind power energy the performance of 
AGC, initially compare to lower penetration and ultimately compare to no DFIG wind power 
  68 
case, due to the fact that after release of kinetic energy by DFIG, its mechanical speed is reduced, 
and therefore as described earlier in the chapter 3, the power output of DFIG is reduced, compare 
to steady condition. Therefore for larger penetration of DFIG, this reduction of the power output 
will be additional burden in AGC and conventional generation to control the load- frequency 
balance. 
Figures 4.27 to 4.29 presents the ACE1 and ACE2 plots following a step load 
perturbation. It is observed that ACE is deteriorated with high wind energy penetration. 
Deviation of DFIG from optimal mechanical speed in case of high wind energy 
penetration has a more negative impact on ACE as it increases the total settling time. In 
the case of low wind energy penetration, a 5% contribution of DFIG in reduction of ACE 
after applying 2% step load perturbation is not significant. 
 
Figure 4.23  Area error for 2% sudden load change in area-1 
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Figure 4.25  Area error for 2% sudden load change in area-2 
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4.6 Conclusion  
Participation of DFIG based wind generators in frequency regulation and automatic generation 
control (AGC) services in multi-area control systems is a complex problem. The DFIG contrary 
to fixed speed WT could participate and improve the frequency performance and support 
conventional generation in frequency regulation services by reduction in ACE in each area. 
This chapter presents a small-perturbation transfer function model for a two-area power 
system, each area equipped with DFIG based wind generators. As in the previous chapter, 
integral squared error based optimal tuning of the DFIG controllers is carried out. However, the 
optimal tuning process becomes more complex because of the presence of more parameters to be 
tuned simultaneously. Therefore, a heuristic iterative optimal tuning scheme is proposed, that 
helps determine the optimal parameters successfully. 
Detailed simulation studies have been presented to compare the performance of the 
optimally tuned DFIG controllers and their contribution to frequency regulation and AGC in the 
two-area power system. Also, studies have been presented to compare the system impact of a 5%, 
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Chapter 5 
Conclusion and Future Work 
5.1 Conclusion 
This thesis attempts to address some of the important issues associated with the integration of 
wind generation with conventional generation sources in the total energy supply mix of the power 
system. The thesis is particularly focused on examining the frequency regulation and Automatic 
Generation Control (AGC) effects of DFIG based wind generators. The main contributions and 
findings from this research are as follows: 
o Small perturbation, transfer function models in state-space form are developed for the 
first time, for both single-area and two-area power systems with a mix of conventional 
generation and wind generation sources. The state-space models are developed to 
examine both primary regulation and AGC effects in the two classes of models. DFIG 
based wind generation is considered for the model development of the wind generation 
sources.  
o A simple parameter optimization technique based on the ISE criterion is applied to 
optimally tune the DFIG controller parameters. In the case of the two-area power system, 
with DFIGs in both areas, the number of parameters to be optimally tuned is larger, and 
hence a sequential application of ISE criterion is presented. 
o Dynamic performance analysis is carried out considering the optimally tuned DFIG 
controllers to examine their contribution to system frequency support services, both 
primary regulation and AGC. 
o A wind generation penetration index is defined and the effect of variation in penetration 
is studied for the cases of 5%, 10%, 20% and 50 % wind energy penetration in line with 
global world wind energy penetration targets of 2020 and 2050, respectively 
 
5.2 Scope for Future Work 
With respect to future research directions, the following problems can be examined, based on the 
research presented in this thesis: 
a. The state-space model of the system developed, considering the DFIG based wind 
generator can be further extended to include pitch control effects of the wind generator. 
Considering the result of simulation presented in chapter 2 for wind speed changes and 
overall response of pitch control system to this disturbance, in one side and secondary 
frequency regulation settling time presented in chapter 3 and 4 are about the same and 
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close, therefore further study could be conducted to examine use of DFIG based wind 
turbine with de-loaded operation (operation with less than maximum power) to full 
participation of DGFIG in frequency regulation in transient and with increasing the 
generation by pitch control.    
 
b. This work considers the traditional proportional-integral controllers for the DFIG 
machines. There is scope for research into examining other controller structures, in 
particular design of adaptive DFIG controllers for frequency control contributions, which 
can provide improved dynamics performances because of the intermittent nature of wind 
generation. 
 
c. There is scope for examining how wind generators can participate in frequency regulation 
and AGC services based on market mechanisms and developing appropriate incentives 
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Appendix A 
System Parameters Single Area 
 






Kwi=0.1    
Kwp=1.58  
R=3  Hz/PU.MW  
Ta=0.2  Sec 
Th=0.1   Sec   
Tp=10  sec 
Tr=0.1  Sec  
Tt=1  Sec    
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Appendix B 
System Parameters Two Area 
 
 
He1=3.5  PU. MW.sec 













Kwi2=0.1    
Kwp2=1.61  
R1=3  Hz/PU.MW  
R2=3  Hz/PU.MW  
T°=0.07 PU.MW/Hz  
Ta1=0.2  Sec  
Ta2=0.2  Sec 
Th1=0.1   Sec  
Th2=0.1  Sec  
Tp1=10  sec 
Tp2=15  sec 
Tr1=0.1  Sec  
Tr2=0.1  Sec  
Tt1=1  Sec    
Tt2=1  Sec  
Tw1=6  Sec  
Tw2=6  Sec  
 
